
375 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Air

 316L STAINLESS STEEL 3 & 5 WAY 

VALVES FOR ACTUATOR CONTROL 

(PIPE MOUNTING AND NAMUR) 

 3/2 
 5/2 

Actuation Body Function Port
Size

Orifi ce
(mm)

Qn
(l/min)

MOPD
(bar)

Max
Fluid

Temp. (°C)

Page
Parker
Valves

Page
Parker

LUCIFER® 

Valves

  Direct 
Operated 

  316L Stainless St./Pipe 
mounting 

  Universal   1/4''   2 to 6   680   12   80   -   376 

  3/8''   6   680   10   75   -   382 

  316L Stainless St./Sub-
base mounting 

  Normally Closed   5 mm   2.5   220   14   80   -   384 

  6 mm   2.5   220   10   75   -   384 

  Universal   1/4''   6   680   10   65   -   384 

  316L Stainless St./
NAMUR 

  Normally Closed 
  3/8''   6   680   10   75   -   386 

  Pilot 
Operated 

  316L Stainless St./Pipe 
mounting 

  Normally Closed 
  3/8''   8   1400   10   80   -   388 

  316L Stainless St./Pipe 
mounting/Spool 

  Normally Closed   3/8''   8   1400   10   80   -   388 

  Dual Solenoids   3/8''   8   1400   10   80   -   392 

  316L Stainless St./
NAMUR/Spool 

  Normally Closed   3/8''-1/4''   8   1400   10   80   -   394 

  Solenoid operated - spring 
return 

  3/8''-1/4''   8   1400   10   80   -   394 

  Dual Solenoids   3/8''-1/4''   8   1400   10   80   -   398 

  Manual Reset   316L Stainless St./Pipe 
mounting 

  Universal   1/4''   6   680   10   75   -   400 

  3/8''   6   680   10   65   -   404 

 3 & 5 WAY PNEUMATIC DISTRIBUTORS FOR ACTUATION CONTROL 



376 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 DIRECT OPERATED 

 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR)  3/2  3/2 

 

 316L STAINLESS ST. 

 UNIVERSAL 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
 NPT 

  2   140   0   12   12   -25   65   FKM   U133V5595  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1   6713 

  2   140   0   -   12   -25   75   FKM   U133V5595  
 1

  -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1   6713 

  2   140   0   12   12   -25   65   FKM   U133V5595  
 1

  -   496800  1-21 Ex db mb IIC T4   8   8   9.0/10.1   6713 

  2   140   0   12   12   -25   80   FKM   U133V55951D  
 1 

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   6714 

  2   140   0   12   12   -25   65   FKM   U133V7595     -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1   8166 

  2   140   0   -   12   -25   60   FKM   U133V7595     -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1   8166 

  2   140   0   -   12   -25   65   FKM   U133V7595     -   496565  0-20 Ex ia IIC T4 to T6   -   0.3   9.0/10.1   8166 

  2.5   220   0   -   8.5   -25   75   FKM   U133V5695  
 1

  -   492210  1-21 Ex eb mb IIC  T5/T6   -   1.8   9.0/10.1   6713 

  2.5   220   0   -   8.5   -25   75   FKM   U133V5695  
 1

  -   492965.01  0-20  Ex ia IIC T6   -   1.8   9.0/10.1   6713 

  2.5   220   0   8.5   8.5   -25   75   FKM   U133V5695  
 1

  -   496800  1-21 Ex db mb IIC T4   8   8   9.0/10.1   6713 

  2.5   220   0   8.5   8.5   -10   75   FKM   U133V56951D  
 12

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   6714 

  2.5   220   0   8.5   8.5   -25   75   FKM   U133V7695     -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1   8166 

  2.5   220   0   -   8.5   -25   65   FKM   U133V7695     -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1   8166 

  2.5   220   0   -   8.5   -25   65   FKM   U133V7695     -   496565  0-20 Ex ia IIC T4 to T6   -   0.3   9.0/10.1   8166 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)    

2. Valve only compatible with hydraulic oil and air/neutral gases  
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Drawing  6714 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  8166 

Drawing  6713 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  2  140  8.5  -25  -25 

 To   1/4''   2.5   220   12   80   50 



378 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 DIRECT OPERATED  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 

 

 316L STAINLESS ST. 

 UNIVERSAL 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
 NPTF 

  6   680   0   10   10   -25   65   NBR   U133X5152  
 13 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   10.1/10.2   7770 

  6   680   0   10   10   -25   65   NBR   U133X5152  
 13

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   10.1/10.2   7770 

  6   680   0   -   10   -25   65   NBR   U133X5156  
 23

  -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1/10.2   7770 

  6   680   0   10   10   -25   65   NBR   U133X5156  
 23

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   7770 

  6   680   0   10   10   -25   75   NBR   U133X51561D  
 23

  -   483270.02  1-21 Ex d IIC T4 to T6   8   8   11.0   7011 

  6   680   0   10   10   -25   65   NBR   U133X5192  
 12 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   10.1   6904 

  6   680   0   10   10   -25   65   NBR   U133X5192  
 12 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   10.1   6904 

  6   680   0   -   10   -25   65   NBR   U133X5196  
 2 

  -   492210  1-21 Ex eb mb IIC  T5/T6   -   1.8   9.0/10.1/10.2   6904 

  6   680   0   -   10   -25   65   NBR   U133X5196  
 2 

  -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1/10.2   6904 

  6   680   0   10   10   -25   65   NBR   U133X5196  
 2 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   6904 

 

Notes:  

1. DC voltage only (or coil with rectifi er). Minimum drop off voltage is 15% of nominal voltage (former DIN 19251)

2. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)

3. With manual override
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For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  6  680  10  -25  -25 

 To   1/4''   6   680   10   75   65 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  7770 

Drawing  7011 

Drawing  6904 



380 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 DIRECT OPERATED  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 

 

 316L STAINLESS ST. 

 UNIVERSAL 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

 1/4'' 
 NPTF 

  6   680   0   10   10   -25   65   NBR   U133X51961D  
 1 

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   7038 

  6   680   0   10   10   -25   65   NBR   U133X7156  
 2 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   8168 

  6   680   0   -   10   -25   65   NBR   U133X7196     -   492210  1-21 Ex eb mb IIC  T5/T6   -   1.8   9.0/10.1/10.2   8169 

  6   680   0   -   10   -25   65   NBR   U133X7196     -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1/10.2   8169 

  6   680   0   10   10   -25   65   NBR   U133X7196     -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   8169 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)    

2. With manual override
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Drawing  8169 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  6  680  10  -25  -25 

 To   1/4''   6   680   10   65   65 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  7038 

Drawing  8168 



382 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 DIRECT OPERATED  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 

 

 316L STAINLESS ST. 

 UNIVERSAL 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8'' 
 NPTF 

  6   680   0   10   10   -25   65   NBR   U133X5296  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1/10.2   7669 

  6   680   0   -   10   -25   65   NBR   U133X5296  
 1 

  -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1/10.2   7669 

  6   680   0   10   10   -25   65   NBR   U133X5296  
 1

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   7669 

  6   680   0   10   10   -25   75   NBR   U133X52961D  
 1 

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   7670 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)    
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For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''  6  680  10  -25  -25 

 To   3/8''   6   680   10   75   65 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  7669 

Drawing  7670 
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 316L STAINLESS ST. 

 NORMALLY CLOSED 
 SUB-BASE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

    SB 

  2.5   220   0   -   12   -25   65   FKM   U131F5695  
 1 

  -   492210  1-21 Ex eb mb IIC  T5/T6   -   1.8   9.0/10.1   3782 

  2.5   220   0   -   12   -25   65   FKM   U131F5695  
 1 

  -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1   3782 

  2.5   220   0   12   12   -25   75   FKM   U131F5695  
 1 

  -   496800  1-21 Ex db mb IIC T4   8   8   9.0/10.1   3782 

  2.5   220   0   14   14   -10   80   FKM   U131F56951D  
 12 

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   3783 

    SB   2.5   220   0   10   10   -25   75   FKM   U131F5295     -   496560  1-21 Ex db mb IIC T4   8   8   9.0/10.1   8174 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)  

2. Valve only compatible with hydraulic oil and air/neutral gases     

 

 316L STAINLESS ST. 

 UNIVERSAL 
 SUB-BASE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
 NPTF 

  6   680   0   10   10   -25   65   FKM   U133X5195  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1/10.2   3572 

  6   680   0   10   10   -25   65   FKM   U133X5195  
 1 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   3572 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)       

Drawing  3572 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 DIRECT OPERATED  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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Drawing  3782 

Drawing  3783 

Drawing  8174 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From SB  2.5  220  10  -25  -25 

 To  SB   6   680   14   80   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 316L STAINLESS ST. 

 NORMALLY CLOSED 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8'' 
 NPT 

  6   680   0   10   10   -25   65   NBR   U131X1201  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1/10.2   7668 

  6   680   0   -   10   -25   75   NBR   U131X1201  
 1 

  -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1/10.2   7668 

  6   680   0   10   10   -25   65   NBR   U131X1201  
 1 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   7668 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)       

 

 316L STAINLESS ST. 

 UNIVERSAL 
 SUB-BASE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

 1/4'' 
 NPTF 

  6   680   0   10   10   -25   65   FKM   U133X51951D  
 1 

  -   483270  1-21 Ex db IIC T4 to T6   8   8   11.0   3688 

  6   680   0   10   10   -25   65   FKM   U133X51951D  
 1 

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   3688 

  6   680   0   -   10   -25   65   FKM   U133X7195     -   492210  1-21 Ex eb mb IIC  T5/T6   -   1.8   9.0/10.1/10.2   8172 

  6   680   0   -   10   -25   65   FKM   U133X7195     -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1/10.2   8172 

  6   680   0   10   10   -25   65   FKM   U133X7195     -   496700  1-21 Ex db mb IIC T4 to T6   6   6   9.0/10.1/10.2   8172 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)       

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 DIRECT OPERATED  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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Drawing  7668 

Drawing  8172 

Drawing  3688 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  6  680  10  -25  -25 

 To   3/8''   6   680   10   75   65 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 316L STAINLESS ST. 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

 1/4"
1/8" 
 NPT 

  8   1400   2   10   10   -25   80   NBR   U341P0250  
 123 

  8993   481045  -  -   2   2.5   1.1   7578 

  8   1400   2   10   10   -25   80   NBR   U341P0250  
 123 

  -   482606  1-21  Ex mb IIC T4/T5   2   2.5   1.1   7578 

 1/4"
3/8" 
 NPT 

  8   1400   2   10   10   -25   80   NBR   U341P3250  
 1 

  4270   481000  -  -   8   8   2.1   7558 

  8   1400   2   10   10   -25   80   NBR   U341P3250  
 1 

  2995   481865  -  -   8   9   2.1   7558 

  8   1400   2   10   10   -25   80   NBR   U341P3250  
 1 

  2995   492453  -  -   8   9   2.1   7558 

 

Notes:  

 1. Pilot seat in FKM  

2. With captured exhaust  

3. With manual override   

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED  5/2  5/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 

 

 316L STAINLESS ST. 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8'' 
 NPT 

  8   1400   2   10   10   -25   80   NBR   U441P3250  
 12 

  4270   481000  -  -   8   8   2.1   7565 

  8   1400   2   10   10   -25   80   NBR   U441P3250  
 12 

  2995   481865  -  -   8   9   2.1   7565 

 

Notes:  

 1. Pilot seat in FKM  

2. Valve with external pilot pressure minimum 4 bar     
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Drawing  7558 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''  8  1400  10  -25  -25 

 To   3/8''   8   1400   10   80   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  7578 

Drawing  7565 
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 316L STAINLESS ST. 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

 3/8" 
 NPT 

  8   1400   2   -   10   -25   55   NBR   U341P3292  
 1 

  2995   483580.01  0-20  Ex ia IIC T6   -   0.5 
to 3   7.0   7560 

  8   1400   2   10   10   -25   75   NBR   U341P3295  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1   7561 

  8   1400   2   -   10   -25   75   NBR   U341P3295  
 1 

  -   492965.01  0-20  Ex ia IIC T6   -   0.3 
to 3   9.0/10.1   7561 

 

Notes:  

 1. Pilot seat in FKM     

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED  5/2  5/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 



391 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  7560 

Drawing  7561 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''  8  1400  10  -25  -25 

 To   3/8''   8   1400   10   75   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 316L STAINLESS ST. 

 DUAL SOLENOIDS 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8'' 
 NPT 

  8   1400   2   10   10   -25   80   NBR   U347P3250  
 1 

  4270   481000  -  -   8   8   2.1   7563 

  8   1400   2   10   10   -25   80   NBR   U347P3250  
 1 

  -   483371  1-21 Ex eb IIC T4   8   8   2.1   7563 

  8   1400   2   10   10   -25   75   NBR   U347P3295  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1   7564 

  8   1400   2   10   10   -25   75   NBR   U347P3295  
 1 

  -   496800  1-21 Ex db mb IIC T4   8   8   9.0/10.1   7564 

 

Notes:  

 1. Pilot seat in FKM       

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED  5/2  5/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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Drawing  7563 

Drawing  7564 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''  8  1400  10  -25  -25 

 To   3/8''   8   1400   10   80   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 316L STAINLESS ST. 

 NORMALLY CLOSED 
 NAMUR 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8''-
1/4'' 
 NPT 

  8   1400   2   10   10   -25   80   NBR   U341N3250  
 1 

  2995   481865  -  -   8   9   2.1   7554 

  8   1400   2   10   10   -25   80   NBR   U341N3250  
 1 

  -   492190  1-21 Ex eb mb IIC  T3/T4   11   9   2.1   7554 

  8   1400   2   -   10   -25   55   NBR   U341N3292  
 1 

  2995   483580.01  0-20  Ex ia IIC T6   -   0.5 
to 3   7.0   7556 

  8   1400   2   10   10   -25   75   NBR   U341N3295  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   9.0/10.1   7696 

  8   1400   2   10   10   -25   75   NBR   U341N3295  
 1 

  -   496800  1-21 Ex db mb IIC T4   8   8   9.0/10.1   7696 

 

Notes:  

 1. Pilot seat in FKM  

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 
 3/2-5/2 

 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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Drawing  7554 

Drawing  7696 

Drawing  7556 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''-1/4''  8  1400  10  -25  -25 

 To   3/8''-1/4''   8   1400   10   80   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 316L STAINLESS ST. 

 SOLENOID OPERATED - SPRING RETURN 

 NAMUR 

Port size Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8''-
1/4''  NPT 

  8   1400   2   10   10   -25   80   NBR   U341N0250  
 123 

  -   482606  1-21  Ex mb IIC T4/T5   2   2.5   1.1   7577 

  8   1400   2   10   10   -25   80   NBR   U341N0250  
 123 

  8993   488980  -  -   2   2.5   1.1   7577 

 

Notes:  

 1. Pilot seat in FKM  

2. With captured exhaust  

3. With manual override   

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED 
 3/2-5/2 

 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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Drawing  7577 

For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''-1/4''  8  1400  10  -25  -25 

 To   3/8''-1/4''   8   1400   10   80   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 PILOT OPERATED  5/2  5/2 

 

 316L STAINLESS ST. 

 DUAL SOLENOIDS 
 NAMUR 

Port size Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8''-
1/4''  NPT 

  8   1400   2   10   10   -25   80   NBR   U347N3250  
 1 

  4270   481000  -  -   8   8   2.1   7557 

  8   1400   2   10   10   -25   80   NBR   U347N3250  
 1 

  2995   481865  -  -   8   9   2.1   7557 

 

Notes:  

 1. Pilot seat in FKM       

 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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For this 
page

Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''-1/4''  8  1400  10  -25  -25 

 To   3/8''-1/4''   8   1400   10   80   50 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

Drawing  7557 
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 316L STAINLESS ST. 

 UNIVERSAL 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
 NPTF 

  6   680   0   10   10   -25   65   NBR   U033X5152  
 12 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   10.1/10.2   7029 

  6   680   0   -   10   -25   65   NBR   U033X5156  
 2 

  -   482870.01  0-20  Ex ia IIC T6   -   0.3 
to 3   10.1/10.2/12.0   7771 

  6   680   0   10   10   -25   65   NBR   U033X5156  
 2 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   10.1/10.2/12.0   7771 

  6   680   0   -   10   -25   65   NBR   U033X5156  
 2 

  -   492335  0-20  NEMA 4-4X   -   0.3 
to 3   10.1/10.2/12.0   7771 

  6   680   0   10   10   -25   65   NBR   U033X5156  
 2 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   10.1/10.2/12.0   7771 

  6   680   0   10   10   -25   75   NBR   U033X51561D  
 2 

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   7030 

 

Notes:  

 1. DC voltage only (or coil with rectifi er). Minimum drop off voltage is 15% of nominal voltage (former DIN 19251)  

2. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)     

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 MANUAL RESET  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 



401 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

Drawing  7030 

Drawing  7029 

Drawing  7771 
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Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  6  680  10  -25  -25 

 To   1/4''   6   680   10   75   65 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 316L STAINLESS ST. 

 UNIVERSAL 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

 1/4'' 
 NPTF 

  6   560   0   10   10   -25   65   NBR   U033X5195  
 2 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   10.1/10.2/12.0   3594 

  6   560   0   10   10   -25   65   NBR   U033X5195  
 2 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   10.1/10.2/12.0   3594 

  6   680   0   10   10   -25   65   NBR   U033X7156   
1

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   10.1/10.2   8168 

  6   680   0   10   10   -25   65   NBR   U033X7156     -   496560  1-21 Ex db mb IIC T4   8   8   10.1/10.2   8168 

  6   680   0   10   10   -25   65   NBR   U033X7156     -   496700  1-21 Ex db mb IIC T4 to T6   6   6 10.1/10.2   8168 

  6   680   0   10   10   -25   65   NBR   U033X7156     -   496895  -  -   8   8 10.1/10.2   8168 

 

Notes:  

 1. DC voltage only (or coil with rectifi er). Minimum drop off voltage is 15% of nominal voltage (former DIN 19251)  

2. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)     

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 MANUAL RESET  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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Drawing  3594 

Drawing  8168 
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Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  6  560  10  -25  -25 

 To   1/4''   6   680   10   65   65 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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 316L STAINLESS ST. 

 UNIVERSAL 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factor

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
ATEX
Zone

Protection
Mode

Power  Coil  
Group 

Dwg.
No. 

1 Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max (MOPD) Min Max

mm
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8'' 
 NPTF 

  6   680   0   -   10   -25   65   NBR   U033X5256  
 1 

  -   482870.01  0-20  Ex ia IIC T6   -   0.3 
to 3   10.1/10.2/12.0   7671 

  6   680   0   10   10   -25   65   NBR   U033X5256  
 1 

  -   492310  1-21 Ex eb mb II T3 to T6   6   6   10.1/10.2/12.0   7671 

  6   680   0   10   10   -25   65   NBR   U033X5256  
 1 

  -   496700  1-21 Ex db mb IIC T4 to T6   6   6   10.1/10.2/12.0   7671 

  6   680   0   10   10   -25   65   NBR   U033X52561D  
 1

  -   483270  1-21 Ex db IIC T4 to T6   8   8   11.0   7672 

  6   680   0   10   10   -25   65   NBR   U033X52561D  
 1 

  -   483270.02  1-21 Ex db IIC T4 to T6   8   8   11.0   7672 

 

Notes:  

 1. Valve delivered with an individual material traceability certifi cate (3.1 following EN10204)     

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 

 MANUAL RESET  3/2  3/2 
 316L STAINLESS STEEL 3 & 5 WAY VALVES 
FOR ACTUATOR CONTROL (PIPE MOUNTING AND NAMUR) 
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Drawing  7671 

Drawing  7672 
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Port 
size

Orifi ce
(mm)

Qn 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''  6  680  10  -25  -25 

 To   3/8''   6   680   10   65   65 

 3 & 5 WAY 
PNEUMATIC 
DISTRIBUTORS 
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